DESCRIPTION

JACKLUBER DC POWER

& DC POWER REMOTE CONTROL

DwG NO.

JAK DCP-DCPRC

SHOWN =

JACKLUBER 125CC MODEL

REDUCER

RBRN2N4
SHOWN
XNOTE *
OPTIONAL
External
Low level
Contact ﬁHHu

Customer

Supplied
PiLiC\

Monitoring

One Meter Long

(- negative)

"F’ cable
connector
12-24 VDC — mmwmnMMx
Max 2.5 amp
Power supply - le—24 VDC
Option
BLACK
BROWN (+ positive)
WHITE
BLUE
*¥NOTE *
OPTIONAL
_ 1 Customer
Dry contact - Supplied
Normally open sk el
Remote
Option

CUSTOMER NEEDS TO ORDER THE D.C. VOLTAGE REGULATOR OPTION WHEN ABOVE 12 VDC

NOT TO SCALE

NOTES:
MOTOR RUNNING CURRENT DRAW : 015 milliamps 015 JACK LUBER SERIES REV. | ITEM
MOTOR STARTUP CURRENT : 20 amps INTERNATIONAL INC, DATE - DC POWER SUPPLY THIRD ANGLE
7388 WILSON AVE. \&N REMOTE CONTROL <OPTIONAL> PROJECTION
DELTA , B.C. CANADA T EXTERNAL LOW LEVEL (@PTIONALY| @ =
PHONE 1-800-663-8141 THIS DWG AND ALL INFORMATION HEREON IS PROPERTY OF SEAE
[ L8t eae-sias N SRR N Sl - [
*NOTE % U N |>z< T NO aF .
PUWER REMOTE CONTROL REQUIRES FACTORY INTERNAL WIRING, U(«(/M,_\,_W\WW._.WM_IMOAWD_ICWW.ODZ — AT.S. ELECTRO-LUBE INTERNATIONAL INC. TEMPTS.
CUSTOMER REQUEST RERUIRED WHEN ORDERING. RA . REX. B. . N
DATE. DEC 2015 JAK DCP-DCPRC

A.T.S. ELECTRO-LUBE
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